








Compact Balance
Multiple Possibilities

With its wide range of applica-
tions you will discover the com-
pact NewClassic balance to be a
comfortable all-rounder, delivering
precise results in every environ-
ment: In laboratories, warehouses,
classrooms or in field work. The
straightforward and intuitive user
guidance makes using the applica-
tions extremely easy:
¢ Count quickly anything you need
with Piece Counting: nails, bolts,
pills, even paper sheets or enve-
lopes;
¢ Check your sample weight
against a preset farget with
Check Weighing;

Your benefits

MonoBloc and Adjustment inside

With the internal adjustment weight adjust
your balance with just one keystroke.
Enjoy guaranteed precise and reliable
results, and a long service life thanks fo
the proven high-performance MonoBloc
weighing cell.

¢ Recall the most recent stable
weight — for extra security in data
franscription;

e Calculate the volume of your
liquids based on weight with
FreeFactor;

¢ Analyze with Statistics the results
of weighing data;

e Trace your dafa with the built-in
Time and Date function.

Discover the advantages for your-

self and check out also Percent

Weighing, Dynamic Weighing,

Formulation or Totaling.

Brilliant backlit Display

Read the numbers and symbols easily
and accurately on the brilliant backlit
display, even under extreme lighting
conditions.

Direct Connection

Connect your balance to a PC via the
RS232 slot, and transfer you weighing
results fo open programs such as Excel.
The transfer starts automatically, no
additional software is required.




Wide range of applications

Reference control Inventory Quality control Field work
Conveniently monitor deviations Determine quickly article quantities Carry ouf random quality checks Perform weighing taskts on-site
from the reference weight based on piece counting on receipt of goods thanks to battery operation

Discover the unlimited possibilities
with NewClassic ML



The Trilogy for Easy Weighing:
Product, Service and Accessories

Service

World’s largest service network
Get access fo the METTLER TOLEDO
worldwide network of local service
and fraining: our 2500 experienced
service technicians provide you with
professional support in an efficient
manner.

Accessories

Archive your data

Archive your weighing data results
with METTER TOLEDO compact
printers: RS-P25 for simple prinfouts,
RS-P26 with infegrated real-time
and date, or RS-P28 for advanced
statistics.

Installation & calibration

Take advantage of the METTLER
TOLEDO modular selection of standard
service agreements, guaranteeing
optimal performance and reliable
results.

e

Anti-theft device
Steel cord with universal lock for
securing the balance.

Self-maintenance sets

Achieve sustained balance uptime
with customized weights and Standard
Operating Procedures (SOP).

LabX direct Balance

PC Software for easy data tfransfer
to standard computer programs
(e.g. Excel).
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NewClassic ML Balances With Internal Adjustment
Readability Model Capacity Weighing Repeatability Linearity Pan (mm) Balance dimensions
technology (LXWxH mm)
0.1 mg ML54 52 g MonoBloc 0.1 mg 0.2 mg 290 290x193x331
ML104 120 g MonoBloc 0.1 mg 0.2 mg 290 290x193x331
ML204 220 g MonoBloc 0.1 mg 0.2 mg 90 290x193x331
0.001g ML203 220 g MonoBloc 0.001¢g 0.002 g @120 290x193x331
ML303 320¢g MonoBloc 0.001¢g 0.002 g @120 290x193x331
ML503 520 g MonoBloc 0.001¢g 0.002 g @120 290x193x331
001g ML802 820¢ MonoBloc 0.01¢g 0.02¢ 170x190 290x184x84
ML1602 1620 g MonoBloc 0014 0.02¢ 170x190 290x184x84
ML3002 32004 MonoBloc 0.01g 0.02¢g 170x190 290x184x84
ML4002 42004 MonoBloc 0.01¢g 0.02g 170x190 290x184x84
01g ML2001 2200¢ MonoBloc 0.1g 02g 170x190 290x184x84
ML4001 4200 g MonoBloc 01g 02g 170x190 290x184x84
ML6001 6200 g MonoBloc 01g 02g 170x190 290x184x84
NewClassic ML Balances With External Adjustment
Readability Model Capacity Weighing | Repeatability Linearity Pan (mm) Balance dimensions
technology (LXWxH mm)
0.001¢g ML203E 220 g MonoBloc 0.001¢g 0.002 g @120 290x184x188
ML303E 320 g MonoBloc 0.001g 0.002 g 120 290x184x188
001 g ML802E 820 g | Strain Gauge 0.01g 0.02g 160 290x184x84
ML1502E 1620 g | Strain Gauge 0.01g 0.02¢g & 160 290x184x84
ML3002E 3200 ¢ MonoBloc 0.01g 0.02¢g 170x190 290x184x84
ML4002E 4200 g MonoBloc 0.01g¢g 0.02¢g 170x190 290x184x84
0.1g ML6001E 6200 g | Strain Gauge 0.1g 02¢g & 160 290x184x84






